
EXPLORE BEYOND
WITH OUTDOOR DECK FLOORING 
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TERRACES & BALCONIES:
- Outdoor Seatings

- Flooring of Terrace & Balconies
- Barbeque Area
- Pergola System
- Wall Cladding

- Facades
- Ceilings

GARDENS & SWIMMING POOLS:
- Garden Benches & Planks
- For Gazebos / Pergolas

- For Walkways
- For Wall Covering

- For Children Play Area
- Swimming Pool Flooring

- Lawn Fencing
- Gates for Buildings

RESTAURANTS & COFFEE SHOPS:
- Outdoor Service Tables

- Benches
- Coffee Tables

- Outdoor Catering
- Walkways
- Fencing

APPLICATIONS

OUTDOOR DECK FLOORING
(WPC & SOLID WOOD) 
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Advantages & Features of 

Requires No Painting 
or Polishing
Low Maintenance,
Weather Resistant

WPC Deck is Suitable 
from  -30°c to 60°c

WPC Deck is made of 60% Wood Fiber, 30% HDPE,
10%  Additives (Anti-UV agent, Anti Fungus Agent, 
Anti-Oxidation Agent, Coloring and Stabilizer Agent) 

WPC Outdoor Deck Flooring

Natural Wood Grain
Looks and feels like

Natural Wood

Naturally Beautiful
& Sustainable 

Weather Resistant 
& Pest Resistant 

High degree of UV
and Color Stability 

Customized
Product Available 

High resistance 
Moisture and Termites, 
Environment Friendly,
100% Recycle
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When you want to just sit
and talk to the sky...

OUR BEAUTIFUL TERRACE GARDEN WITH A PLEASING COMBINATION OF
DECK FLOORING AND ARTIFICIAL GRASS WILL HELP YOU DO THAT.
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Random Color WPC Tile 

Chocolate Color WPC Tile

Teak Color WPC Tile 

WPC Deck Tiles
(WOOD POLYMER COMPOSITE)

Due to Colormix (5th Generation Serious) it looks close to Natural Wood

APPLICATIONS:
- Balconies & Terrace
- Pool / Deck
- Sitting Area
- Restaurants
- Weekend Homes
- Outdoor Parties Area

Thickness 
22mm

300mm x 300mm
Size 

Thickness 
22mm

Size 
300mm x 300mm

300mm x 300mm
Size 

22mm
Thickness 
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WPC Deck Planks

APPLICATIONS:
- Swimming Pool Area
- Podium Garden
- Lounge Area
- Pergola & Gazebo Flooring
- Walkways 
- Sea Side Decking
- Bridges

Teak Colormix

Wood GrainLines

Chocolate Colormix

Wood GrainLines

Smoke Grey Colormix

Wood GrainLines

Per Plank Area   
4.75 sft

Thickness   
25mm

150mm

Length    
2900mm

Width    

Width    

Length    
2900mm

150mm

Thickness   
25mm

Per Plank Area   
4.75 sft

Per Plank Area   
4.75 sft

150mm

Thickness   
25mm

Width    

Length    
2900mm
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Teak Colormix

WPC Wall Panel

APPLICATIONS: Building Exterior Walls - Sign Boards,
Facades - Ceilings - Gates - Wooden Houses - Roofing

Thickness   
21mm

Per Plank Area    

Width    
152mm

Length    
2900mm

4.75 sft

Chocolate Colormix

Width    

Length    
2900mm

152mm

Per Plank Area    

Thickness   
21mm

4.75 sft
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Spruce Wood Wall Panel 

Length    
2900mm

Width    
150mm

Thickness   
25mm
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4 Strip Solid Wood Tile 

Brick Pattern Solid Wood Tile

Random Pattern Solid Wood Tile

Solid Wood 
(Teak Wood) Decking

Per Tile Area   
1 Sqft

300mm x 300mm
Size   

28mm
Thickness   

1 Sqft
Per Tile Area   

300mm x 300mm
Size   

28mm
Thickness   

1 Sqft
Per Tile Area   

300mm x 300mm
Size   

28mm
Thickness   
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WPC 3D Wall Panel 
(Co-Extrusion WPC )

 Teak Color 

Chocolate Color 

APPLICATIONS: - Facades - Ceilings - Branding Areas
- Reception Areas - All types of Cladding - Kitchens - Studios

Length    
2200mm

219mm

4.75 sft

Width    

Thickness   
26mm

Per Plank Area    

Length    
2200mm

Per Plank Area    

Thickness   
26mm

219mm
Width    

4.75 sft
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HVT Interiors: Office No. 1403, 14th floor, Ghanshyam Enclave,

Near Lalji Pada Police Station, Link Road, Kandviali (W), Mumbai- 400067. 

Telephone: 022 - 28699085 / 9702089086 

Cell: Hemal Laheri: +91 9320909086  / Viral Kenia: +91 9820724523 

E-Mail: hvt.interiors@gmail.com

Website: www.hvtinteriors.com


